L 4200 L 7200-10200

g

Radium U 15 Radium U 30
Radium U 20 Radium U 35

Radium U 15 Radium U 20 Radium U 30 Radium U 35

Capacity 15 kW 20 kW 30 kW 35 kW

Gas Consumption NG 1,43m?/h [ LPG 1,05kg/h NG 1,90m*/h / LPG 1,41kg/h NG 2,85m*/h / LPG 2,11 kg/h NG 3,33m*h [/ LPG 2,46 kg/h
Dimensions 250h / 4200L / 405w 250h / 4200L / 405w 250h/ 7200-10200L / 405w 250n/ 7200-10200L / 405w
Weight Net 65,00kg / Gross 80,00kg Net 65,00kg / Gross 80,00kg Net 120-175kg / Gross 150-220kg Net 120-175kg / Brut 150-220kg
Operating Pressure 21-55mbr NG / 32-55mbr LPG 21-55mbr NG / 32-55mbr LPG 21-55mbr NG / 32-55mbr LPG 21-55mbr NG / 32-55mbr LPG
Installation On Height 250-450cm 250-450cm 260-470cm 280-800cm
Electrical Connection 230-240VAC 50-60Hz +/-%015 230-240VAC 50-60Hz +/-9/015 230-240VAC 50-60Hz +/-%015 230-240VAC 50-60Hz +/-9/015

Gas Connection G 34" G 3" G 34" G 34"




Capacity

Gas Consumption
Dimensions

Weight

Operating Pressure
Installation On Height
Electrical Connection
Gas Connection

L 7200 - 10200

g

Radium U 40
Radium U 45

Radium U 40

40 kW
NG 3,80m*/h / LPG 2,81kg/h

250h/ 7200-10200L / 405w
Net 120-175kg / Gross 150-220kg

21-55mbr NG / 32-55mbr LPG

300-900cm
230-240VAC 50-60Hz +/-%015
G 34"

Radium U 45

45 kW
NG 4,28m?/h | LPG 3,16kg/h

250hn/ 7200-10200L / 405w
Net 120-175kg / Gross 150-220kg

21-55mbr NG / 32-55mbr LPG

320-1000cm
230-240VAC 50-60Hz +/-9/015
G 34"

L 10200 - 13200

Radium U 50
Radium U 55

Radium U 50

50 kW
NG 4,75m?/h | LPG 3,52kg/h
250h /10200-13200L / 405w
Net 175-200kg / Gross 220-240kg
21-55mbr NG / 32-55mbr LPG
350-1200cm
230-240VAC 50-60Hz +/-%015
G 34"

Radium U 55

55 kW
NG 5,23m*h [ LPG 3,87kg/h
250h /10200-13200L / 405w
Net 175-200kg / Gross 220-240kg
21-55mbr NG / 32-55mbr LPG
400-1300cm
230-240VAC 50-60Hz +/-9/015
G 34"



Capacity

Gas Consumption
Dimensions

Weight

Operating Pressure
Installation On Height
Electrical Connection
Gas Connection

L 10200 - 13200

Radium U 60

Radium U 60

60 kW

NG 5,70m?/h [ LPG 4,22kg/h

250h /10200-13200L / 405w
Net 175-200kg / Gross 220-240kg
21-55mbr NG / 32-55mbr LPG
425-1350cm
230-240VAC 50-60Hz +/-9/015
G 3"

Radium U 71

69,7 kW
NG 6,75m*h | LPG 5,00kg/h
250n /16200L / 405w
Net 220kg / Gross 260kg
21-55mbr NG / 32-55mbr LPG
450-1400cm
230-240VAC 50-60Hz +/-%/015
G 3"

L 16200

Radium U 71




Capacity

Gas Consumption
Dimensions

Weight

Operating Pressure
Installation On Height
Electrical Connection
Gas Connection

Radium 115

L 3900

Radium 115

15 kW
NG 1,43m?/h [ LPG 1,05kg/h
250h / 3900L / 260w
Net 35kg / Gross 45kg
21-55mbr NG / 32-55mbr LPG
250-450cm
230-240VAC 50-60Hz +/-9/o15

G 34"

Radium | 30

L 6900 - 9900

Radium 120

20 kw
NG 1,90m?/h / LPG 1,41kg/h
250h / 3900-6900L / 260w
Net 35-60kg / Gross 45-80kg
21-55mbr NG / 32-55mbr LPG
250-450cm
230-240VAC 50-60Hz +/-9/015
G 3"

L 3900 - 6900

Radium 120

Radium | 30

30 kw
NG 2,85m*/h / LPG 2,11 kg/h

250h / 6900-9900L / 260w
Net 60-85kg / Gross 80-105kg

21-55mbr NG / 32-55mbr LPG

260-470cm
230-240VAC 50-60Hz +/-9/o15
G 34"



L 9900 - 12900 - 15900
L 6900 - 9900 - 12900

Radium | 35 Rodﬁum |40
Radium | 45

Radium 135 Radium | 40 Radium | 45

Capacity 35 kW 40 kw 45 kW

Gas Consumption NG 3,33m*h / LPG 2,46 kg/h NG 3,80m*/h / LPG 2,81kg/h NG 4,28m°/h [ LPG 3,16kg/h
Dimensions 250h / 6900-9900-12900L / 260w 250h / 9900-12900-15900L / 260w 250h / 9900-12900-15900L / 260w
Weight Net 60-85-110kg / Gross 80-105-150kg | Net 85-110-135kg/ Gross 105-150-185kg | Net 85-110-135kg/ Gross 105-150-185kg
Operating Pressure 21-55mbr NG / 32-55mbr LPG 21-55mbr NG / 32-55mbr LPG 21-55mbr NG / 32-55mbr LPG
Installation On Height 280-800cm 300-900cm 320-1000cm

Electrical Connection 230-240VAC 50-60Hz +/-9/015 230-240VAC 50-60Hz +/-9/015 230-240VAC 50-60Hz +/-9/015

Gas Connection G 3" G 3" G 3"




Capacity

Gas Consumption
Dimensions

Weight

Operating Pressure
Installation On Height
Electrical Connection
Gas Connection

L 12900 - 15900

Radium | 50
Radium | 55

Radium | 50

50 kW
NG 4,75m/h [ LPG 3,52kg/h

250h / 12900-15900L / 260w
Net 110-135kg / Gross 150-185kg

21-55mbr NG / 32-55mbr LPG

350-1200cm
230-240VAC 50-60Hz +/-%015
G %"

Radium | 55

55 kW
NG 5,23m*/h / LPG 3,87kg/h

250h / 12900-15900L / 260w
Net 110-135kg / Gross 150-185kg

21-55mbr NG / 32-55mbr LPG

400-1300cm
230-240VAC 50-60Hz +/-%015
G %"




Capacity

Gas Consumption
Dimensions

Weight

Operating Pressure
Installation On Height
Electrical Connection
Gas Connection

L 15900 - 18900

Radium | 60

Radium |1 60

60 kW
NG 5,70m?/h [ LPG 4,22kg/h

250h /15900-18900L / 260w
Net 135-160kg / Gross 185-230kg

21-55mbr NG / 32-55mbr LPG

500-1300cm
230-240VAC 50-60Hz +/-%015
G 34"

Radium I 71

69,7 kW
NG 6,75m*h | LPG 5,00kg/h
250h /18900L / 260w
Net 160kg / Gross 230kg
21-55mbr NG / 32-55mbr LPG
450-1400cm
230-240VAC 50-60Hz +/-9/015
G 34"

L 18900

Radium | 71






